PORTABLE

HYDRAULIC BOP CONTROL UNIT

Dimension & Weight :

Inches L2757 W19.6 / H25.6
Centimeters : L70.0 / W50.0 / H65.0
Weight : 1761bs/80kg

Features :

The portable BOP control units are designed with ultimate
flexibility, compact in design, transportable weight, and can
operate stand alone with use of external pneumatic source.

All our portable BOP control units are built up around Haskel
/ Maximator pneumatically driven pumps and Auto clave
Engineers valves, fittings and tubing.

Application :

Designed for opening and closing all sizes of one, two or
three ram hydraulic BOP's.

General :

The skid consists of open frame works and incorporates
inbuilt control panel, all of it construction is in stainless steel
structure & covers.

Unit has four lifting points provided with 4 leg wire rope lifting
sling & canvas cover.

All the hydraulic tubing & pump assembly can be accessed
from rear of the panel for any maintenance.

Hydraulic System :

Unit has 25 liters (6.6 USG) stainless steel fluid tank with
filling access from the top & level monitoring from the side of
the tank.

High level of filtration is achieved by having a suction line
strainerin hydraulic reservoir.

Tank mounted 125 micron suction strainer.
Tank top mounted 10 micron return filter.

Inlet & outlet pressure lines are fitted with high pressure 25
micron filter.

Hydraulic quick connects are of Snap tite.

Back-Up Hydraulics :

A 10 liter accumulator is provided with the system which
provides hydraulic back-up to BOP system.

Optional : 20 liter capacity accumulator.

Air driven hydraulic pump is provided with back-up hydraulic
manual operated hand pump.

This hand pump is positioned behind operator control panel
and are operated while facing the panel, as the handles are
taken out from the slots on panel.

Operation :

Hydraulic power is generated by pneumatically operated
hydraulic pump.

Operating output hydraulic pressure is 5,000 psi.

Relief valve pressure is set to 5,000 psi.

One or two BOP control is done from operator control panel.

‘*ﬂ
Specialized

DILFIELD PRODUCTS

Unit is provided with inlet and outlet connections :

Air Inlet : Chicago coupling.
High Pressure Outlet Quick disconnect couplings.

Operator Console :

Stainless steel colour coded with english letters and flow
diagram fitted with.

- Pump output pressure gauge 0 to 6,000 psi.
- Airpresure gauge 0to 250 psi.

- Airpressure On/Off valve.

- Airpressure regulator valve.

- BOP control valve.

Optional Accessories :

Hose reel is provided for spooling on and off hydraulic hose
V4" 2X100ft 5,800 psi working pressure.

Note : Specifications may change based on equipment design configuration.
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